Hardy/Upham Elementary
Feasibility Study
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Approach

Feasibility Study Schematic Design (Next Phase)

Collect Data Develop Site Plan based on Traffic Study and
Analysis Recommendations

Analyze and Process Data Submit at end of SD for Permitting (PSI)

Propose Surrounding Improvement A Review by Board of Selectmen & Town Traffic
Considerations .
Peer Review Consultant

Propose On-Site Circulation Response A Review by Public

A Site Plan Response Update as Needed



Pedestrian (general and specific)

Parent Drop-Off/Pick-up Access and Egress Point
Bus Drop-Off/Pick-up Access Point
No vehicular access

Proposed Gate/Access Control
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Primary direction of school -related travel

High Traffic Volume (relative to existing)

Moderate Traffic Volume (relative to existing)
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Low Traffic Volume (relative to existing)
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Existing District Map

Weston
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Districts

Bates School District
Hardy School District
Hunnewell School District
Sprague School District
Upham School District
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Fiske/Schofield School District
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Hardy Sitet Existing Neighborhood Connections

Parent Access/Egress
One car, one bus
Three pedestrian

Most Challenging Maneuvers
Left turn from north onto site
Left turn from site onto
Weston south

Queuing
Very limited onrsite queuing
length 24 cars)

Volume
Focused on one primary point



